
Old Commercial 

reference

Made in Kavlico

New Commercial 

reference

Made in Huba Control

Description Indplaceringer

XMLP010BC11V XMLP010BC11F pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ DIN ‐ set of 1

XMLP010BC21V XMLP010BC21F pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP010BC21VQ XMLP010BC21FQ pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 25

XMLP010BC27 XMLP010BC270 pressure transmitter ‐ XMLP ‐ 10 bar ‐ 7/16 male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP010BC29 XMLP010BC290 pressure transmitter ‐ XMLP ‐ 10 bar ‐ 7/16 female ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP010BC71V XMLP010BC71F pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP010BC71VQ XMLP010BC71FQ pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 25

XMLP010BC79 XMLP010BC790 pressure transmitter ‐ XMLP ‐ 10 bar ‐ 7/16 female ‐ 0..10V ‐ DIN ‐ set of 1

XMLP010BD11V XMLP010BD11F pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP010BD19 XMLP010BD190 pressure transmitter ‐ XMLP ‐ 10 bar ‐ 7/16 female ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP010BD21V XMLP010BD21F pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP010BD21VQ XMLP010BD21FQ pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 25

XMLP010BD27 XMLP010BD270 pressure transmitter ‐ XMLP ‐ 10 bar ‐ 7/16 male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP010BD29 XMLP010BD290 pressure transmitter ‐ XMLP ‐ 10 bar ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP010BD29Q XMLP010BD290Q pressure transmitter ‐ XMLP ‐ 10 bar ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set of 25

XMLP010BD71V XMLP010BD71F pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP010BD71VQ XMLP010BD71FQ pressure transmitter ‐ XMLP ‐ 10 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 25

XMLP010BD79 XMLP010BD790 pressure transmitter ‐ XMLP ‐ 10 bar ‐ 7/16 female ‐ 0..10V ‐ M12 ‐ set of 1

XMLP016BC11V XMLP016BC11F pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ DIN ‐ set of 1

XMLP016BC21V XMLP016BC21F pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP016BC21VQ XMLP016BC21FQ pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 25

XMLP016BC27 XMLP016BC270 pressure transmitter ‐ XMLP ‐ 16 bar ‐ 7/16 male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP016BC29 XMLP016BC290 pressure transmitter ‐ XMLP ‐ 16 bar ‐ 7/16 female ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP016BC71V XMLP016BC71F pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP016BC71VQ XMLP016BC71FQ pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 25

XMLP016BD11V XMLP016BD11F pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP016BD19 XMLP016BD190 pressure transmitter ‐ XMLP ‐ 16 bar ‐ 7/16 female ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP016BD21V XMLP016BD21F pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP016BD21VQ XMLP016BD21FQ pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 25

XMLP016BD27 XMLP016BD270 pressure transmitter ‐ XMLP ‐ 16 bar ‐ 7/16 male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP016BD29 XMLP016BD290 pressure transmitter ‐ XMLP ‐ 16 bar ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP016BD71V XMLP016BD71F pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP016BD71VQ XMLP016BD71FQ pressure transmitter ‐ XMLP ‐ 16 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 25

XMLP016BD79 XMLP016BD790 pressure transmitter ‐ XMLP ‐ 16 bar ‐ 7/16 female ‐ 0..10V ‐ M12 ‐ set of 1

XMLP025BC11V XMLP025BC11F pressure transmitter ‐ XMLP ‐ 25 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ DIN ‐ set of 1

XMLP025BC21V XMLP025BC21F pressure transmitter ‐ XMLP ‐ 25 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP025BC27 XMLP025BC270 pressure transmitter ‐ XMLP ‐ 25 bar ‐ 7/16 male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP025BC29 XMLP025BC290 pressure transmitter ‐ XMLP ‐ 25 bar ‐ 7/16 female ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP025BC71V XMLP025BC71F pressure transmitter ‐ XMLP ‐ 25 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP025BD11V XMLP025BD11F pressure transmitter ‐ XMLP ‐ 25 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP025BD21V XMLP025BD21F pressure transmitter ‐ XMLP ‐ 25 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP025BD27 XMLP025BD270 pressure transmitter ‐ XMLP ‐ 25 bar ‐ 7/16 male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP025BD29 XMLP025BD290 pressure transmitter ‐ XMLP ‐ 25 bar ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP025BD71V XMLP025BD71F pressure transmitter ‐ XMLP ‐ 25 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP025BD71VQ XMLP025BD71FQ pressure transmitter ‐ XMLP ‐ 25 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 25

XMLP025BD77 XMLP025BD770 pressure transmitter ‐ XMLP ‐ 25 bar ‐ 7/16 male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP025BD79 XMLP025BD790 pressure transmitter ‐ XMLP ‐ 25 bar ‐ 7/16 female ‐ 0..10V ‐ M12 ‐ set of 1

XMLP025BM71VQ XMLP025BM71FQ pressure transmitter ‐ XMLP ‐ 25 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 25

XMLP030BD29 XMLP030BD290 pressure transmitter ‐ XMLP ‐ 30 bar ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP030BD79Q XMLP030BD790Q pressure transmitter ‐ XMLP ‐ 30 bar ‐ 7/16 female ‐ 0..10V ‐ M12 ‐ set of 25

XMLP040BC11V XMLP040BC11F pressure transmitter ‐ XMLP ‐ 40 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ DIN ‐ set of 1

XMLP040BC21V XMLP040BC21F pressure transmitter ‐ XMLP ‐ 40 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP040BC27 XMLP040BC270 pressure transmitter ‐ XMLP ‐ 40 bar ‐ 7/16 male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP040BC29 XMLP040BC290 pressure transmitter ‐ XMLP ‐ 40 bar ‐ 7/16 female ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP040BC29Q XMLP040BC290Q pressure transmitter ‐ XMLP ‐ 40 bar ‐ 7/16 female ‐ 4..20mA ‐ DIN ‐ set of 25

XMLP040BC71V XMLP040BC71F pressure transmitter ‐ XMLP ‐ 40 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP040BD11V XMLP040BD11F pressure transmitter ‐ XMLP ‐ 40 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP040BD19 XMLP040BD190 pressure transmitter ‐ XMLP ‐ 40 bar ‐ 7/16 female ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP040BD21V XMLP040BD21F pressure transmitter ‐ XMLP ‐ 40 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP040BD21VQ XMLP040BD21FQ pressure transmitter ‐ XMLP ‐ 40 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 25

XMLP040BD27 XMLP040BD270 pressure transmitter ‐ XMLP ‐ 40 bar ‐ 7/16 male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP040BD29 XMLP040BD290 pressure transmitter ‐ XMLP ‐ 40 bar ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP040BD29Q XMLP040BD290Q pressure transmitter ‐ XMLP ‐ 40 bar ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set of 25

XMLP040BD71V XMLP040BD71F pressure transmitter ‐ XMLP ‐ 40 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP040BD79 XMLP040BD790 pressure transmitter ‐ XMLP ‐ 40 bar ‐ 7/16 female ‐ 0..10V ‐ M12 ‐ set of 1

XMLP060BC11V XMLP060BC11F pressure transmitter ‐ XMLP ‐ 60 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ DIN ‐ set of 1

XMLP060BC21V XMLP060BC21F pressure transmitter ‐ XMLP ‐ 60 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP060BC29 XMLP060BC290 pressure transmitter ‐ XMLP ‐ 60 bar ‐ 7/16 female ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP060BC71V XMLP060BC71F pressure transmitter ‐ XMLP ‐ 60 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP060BC71VQ XMLP060BC71FQ pressure transmitter ‐ XMLP ‐ 60 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 25

XMLP060BD11V XMLP060BD11F pressure transmitter ‐ XMLP ‐ 60 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1



XMLP060BD21V XMLP060BD21F pressure transmitter ‐ XMLP ‐ 60 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP060BD21VQ XMLP060BD21FQ pressure transmitter ‐ XMLP ‐ 60 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 25

XMLP060BD27 XMLP060BD270 pressure transmitter ‐ XMLP ‐ 60 bar ‐ 7/16 male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP060BD29 XMLP060BD290 pressure transmitter ‐ XMLP ‐ 60 bar ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP060BD71V XMLP060BD71F pressure transmitter ‐ XMLP ‐ 60 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP060BD71VQ XMLP060BD71FQ pressure transmitter ‐ XMLP ‐ 60 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 25

XMLP060BD79 XMLP060BD790 pressure transmitter ‐ XMLP ‐ 60 bar ‐ 7/16 female ‐ 0..10V ‐ M12 ‐ set of 1

XMLP100BC12 XMLP100BC11F pressure transmitter ‐ XMLP ‐ 100 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ DIN ‐ set of 1

XMLP100BC22 XMLP100BC21F pressure transmitter ‐ XMLP ‐ 100 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP100BC72 XMLP100BC71F pressure transmitter ‐ XMLP ‐ 100 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP100BD12 XMLP100BD11F pressure transmitter ‐ XMLP ‐ 100 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP100BD21V XMLP100BD21F pressure transmitter ‐ XMLP ‐ 100 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP100BD22Q XMLP100BD21FQ pressure transmitter ‐ XMLP ‐ 100 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 25

XMLP100BD72 XMLP100BD71F pressure transmitter ‐ XMLP ‐ 100 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP100BD72Q XMLP100BD71FQ pressure transmitter ‐ XMLP ‐ 100 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 25

XMLP100PD13 XMLP100PD130 pressure transmitter ‐ XMLP ‐ 100psi ‐ 1/4"NPT male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP100PD23 XMLP100PD230 pressure transmitter ‐ XMLP ‐ 100psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 1

XMLP100PD23Q XMLP100PD230Q pressure transmitter ‐ XMLP ‐ 100psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 25

XMLP100PD73 XMLP100PD730 pressure transmitter ‐ XMLP ‐ 100psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 1

XMLP100PP13 XMLP100PP130 pressure transmitter ‐ XMLP ‐ 100psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ Packard ‐ set 1

XMLP100PP23 XMLP100PP230 pressure transmitter ‐ XMLP ‐ 100psi ‐ 1/4"18NPT ‐ 4..20mA ‐ Packard ‐ set 1

XMLP100PP23Q XMLP100PP230Q pressure transmitter ‐ XMLP ‐ 100psi ‐ 1/4"18NPT ‐ 4..20mA ‐ Packard ‐ set 25

XMLP100PP73 XMLP100PP730 pressure transmitter ‐ XMLP ‐ 100psi ‐ 1/4"18NPT ‐ 0..10V ‐ Packard ‐ set 1

XMLP150PD13 XMLP150PD130 pressure transmitter ‐ XMLP ‐ 150psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ M12 ‐ set 1

XMLP150PD23 XMLP150PD230 pressure transmitter ‐ XMLP ‐ 150psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 1

XMLP150PD23Q XMLP150PD230Q pressure transmitter ‐ XMLP ‐ 150psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 40

XMLP150PD73 XMLP150PD730 pressure transmitter ‐ XMLP ‐ 150psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 1

XMLP150PP23 XMLP150PP230 pressure transmitter ‐ XMLP ‐ 150psi ‐ 1/4"18NPT ‐ 4..20mA ‐ Packard ‐ set 1

XMLP150PP73 XMLP150PP730 pressure transmitter ‐ XMLP ‐ 150psi ‐ 1/4"18NPT ‐ 0..10V ‐ Packard ‐ set 1

XMLP160BC12 XMLP160BC11F pressure transmitter ‐ XMLP ‐ 160 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ DIN ‐ set of 1

XMLP160BC22 XMLP160BC21F pressure transmitter ‐ XMLP ‐ 160 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP160BC72 XMLP160BC71F pressure transmitter ‐ XMLP ‐ 160 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP160BD12 XMLP160BD11F pressure transmitter ‐ XMLP ‐ 160 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP160BD22 XMLP160BD21F pressure transmitter ‐ XMLP ‐ 160 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP160BD72 XMLP160BD71F pressure transmitter ‐ XMLP ‐ 160 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP160BM72 XMLP160BM71F pressure transmitter ‐ XMLP ‐ 160 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP1K0PD13 XMLP1K0PD130 pressure transmitter ‐ XMLP ‐ 1000psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ M12 ‐ set 1

XMLP1K0PD23 XMLP1K0PD230 pressure transmitter ‐ XMLP ‐ 1000psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 1

XMLP1K0PD73 XMLP1K0PD730 pressure transmitter ‐ XMLP ‐ 1000psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 1

XMLP1K0PP23 XMLP1K0PP230 pressure transmitter ‐ XMLP ‐ 1000psi ‐ 1/4"18NPT ‐ 4..20mA ‐ Packard ‐ set 1

XMLP1K0PP73 XMLP1K0PP730 pressure transmitter ‐ XMLP ‐ 1000psi ‐ 1/4"18NPT ‐ 0..10V ‐ Packard ‐ set 1

XMLP200PD13 XMLP200PD130 pressure transmitter ‐ XMLP ‐ 200psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ M12 ‐ set 1

XMLP200PD23 XMLP200PD230 pressure transmitter ‐ XMLP ‐ 200psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 1

XMLP200PD23Q XMLP200PD230Q pressure transmitter ‐ XMLP ‐ 200psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 40

XMLP200PD73 XMLP200PD730 pressure transmitter ‐ XMLP ‐ 200psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 1

XMLP200PP23 XMLP200PP230 pressure transmitter ‐ XMLP ‐ 200psi ‐ 1/4"18NPT ‐ 4..20mA ‐ Packard ‐ set 1

XMLP200PP73 XMLP200PP730 pressure transmitter ‐ XMLP ‐ 200psi ‐ 1/4"18NPT ‐ 0..10V ‐ Packard ‐ set 1

XMLP250BC12 XMLP250BC11F pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ DIN ‐ set of 1

XMLP250BC22 XMLP250BC21F pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP250BC24 XMLP250BC240 pressure transmitter ‐ XMLP ‐ 250bar ‐ R1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP250BC72 XMLP250BC71F pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP250BC72Q XMLP250BC71FQ pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 25

XMLP250BD12 XMLP250BD11F pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP250BD22 XMLP250BD21F pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP250BD22Q XMLP250BD21FQ pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 25

XMLP250BD62 XMLP250BD61F pressure transmitter ‐ XMLP ‐ 250bar ‐ G1/4A male ‐ 0..5V ‐ M12 ‐ set of 1

XMLP250BD72 XMLP250BD71F pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP250BD72Q XMLP250BD71FQ pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 25

XMLP250BM72 XMLP250BM71F pressure transmitter ‐ XMLP ‐ 250 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP2K0PD13 XMLP2K0PD130 pressure transmitter ‐ XMLP ‐ 2000psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ M12 ‐ set 1

XMLP2K0PD23 XMLP2K0PD230 pressure transmitter ‐ XMLP ‐ 2000psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 1

XMLP2K0PD73 XMLP2K0PD730 pressure transmitter ‐ XMLP ‐ 2000psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 1

XMLP300PD13 XMLP300PD130 pressure transmitter ‐ XMLP ‐ 300psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ M12 ‐ set 1

XMLP300PD23 XMLP300PD230 pressure transmitter ‐ XMLP ‐ 300psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 1

XMLP300PD23Q XMLP300PD230Q pressure transmitter ‐ XMLP ‐ 300psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 40

XMLP300PD73 XMLP300PD730 pressure transmitter ‐ XMLP ‐ 300psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 1

XMLP300PP13 XMLP300PP130 pressure transmitter ‐ XMLP ‐ 300psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ Packard ‐ set 1

XMLP300PP23 XMLP300PP230 pressure transmitter ‐ XMLP ‐ 300psi ‐ 1/4"18NPT ‐ 4..20mA ‐ Packard ‐ set 1

XMLP300PP73 XMLP300PP730 pressure transmitter ‐ XMLP ‐ 300psi ‐ 1/4"18NPT ‐ 0..10V ‐ Packard ‐ set 1

XMLP3K0PD13 XMLP3K0PD130 pressure transmitter ‐ XMLP ‐ 3000psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ M12 ‐ set 1

XMLP3K0PD23 XMLP3K0PD230 pressure transmitter ‐ XMLP ‐ 3000psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 1

XMLP3K0PD73 XMLP3K0PD730 pressure transmitter ‐ XMLP ‐ 3000psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 1

XMLP3K0PD73Q XMLP3K0PD730Q pressure transmitter ‐ XMLP ‐ 3000psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 40

XMLP3K0PP23 XMLP3K0PP230 pressure transmitter ‐ XMLP ‐ 3000psi ‐ 1/4"18NPT ‐ 4..20mA ‐ Packard ‐ set 1



XMLP3K0PP73 XMLP3K0PP730 pressure transmitter ‐ XMLP ‐ 3000psi ‐ 1/4"18NPT ‐ 0..10V ‐ Packard ‐ set 1

XMLP400BC12 XMLP400BC11F pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ DIN ‐ set of 1

XMLP400BC22 XMLP400BC21F pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP400BC22Q XMLP400BC21FQ pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 25

XMLP400BC24 XMLP400BC240 pressure transmitter ‐ XMLP ‐ 400bar ‐ R1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP400BC72 XMLP400BC71F pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP400BC72Q XMLP400BC71FQ pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 25

XMLP400BD12 XMLP400BD11F pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP400BD22 XMLP400BD21F pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP400BD22Q XMLP400BD21FQ pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 25

XMLP400BD72 XMLP400BD71F pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP400BM72 XMLP400BM71F pressure transmitter ‐ XMLP ‐ 400 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP600BC22 XMLP600BC21F pressure transmitter ‐ XMLP ‐ 600 bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLP600BC72 XMLP600BC71F pressure transmitter ‐ XMLP ‐ 600 bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLP600BD12 XMLP600BD11F pressure transmitter ‐ XMLP ‐ 600 bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLP600BD22 XMLP600BD21F pressure transmitter ‐ XMLP ‐ 600 bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLP600BD72 XMLP600BD71F pressure transmitter ‐ XMLP ‐ 600 bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLP600PD13 XMLP600PD130 pressure transmitter ‐ XMLP ‐ 600psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ M12 ‐ set 1

XMLP600PD23 XMLP600PD230 pressure transmitter ‐ XMLP ‐ 600psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 1

XMLP600PD73 XMLP600PD730 pressure transmitter ‐ XMLP ‐ 600psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 1

XMLP600PP13 XMLP600PP130 pressure transmitter ‐ XMLP ‐ 600psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ Packard ‐ set 1

XMLP600PP13FQ3 XMLP600PP1F0Q pressure transmitter ‐ XMLP ‐ 600psi ‐ 1/4"18NPTF ‐ 0,5..4,5V ‐ Packard ‐ set 25

XMLP600PP23 XMLP600PP230 pressure transmitter ‐ XMLP ‐ 600psi ‐ 1/4"18NPT ‐ 4..20mA ‐ Packard ‐ set 1

XMLP600PP23Q XMLP600PP230Q pressure transmitter ‐ XMLP ‐ 600psi ‐ 1/4"18NPT ‐ 4..20mA ‐ Packard ‐ set 25

XMLP600PP73 XMLP600PP730 pressure transmitter ‐ XMLP ‐ 600psi ‐ 1/4"18NPT ‐ 0..10V ‐ Packard ‐ set 1

XMLP6K0PD13 XMLP6K0PD130 pressure transmitter ‐ XMLP ‐ 6000psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ M12 ‐ set 1

XMLP6K0PD23 XMLP6K0PD230 pressure transmitter ‐ XMLP ‐ 6000psi ‐ 1/4"18NPT ‐ 4..20mA ‐ M12 ‐ set 1

XMLP6K0PD73 XMLP6K0PD730 pressure transmitter ‐ XMLP ‐ 6000psi ‐ 1/4"18NPT ‐ 0..10V ‐ M12 ‐ set 1

XMLP6K0PP13 XMLP6K0PP130 pressure transmitter ‐ XMLP ‐ 6000psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ Packard ‐ set 1

XMLP6K0PP13Q XMLP6K0PP130Q pressure transmitter ‐ XMLP ‐ 6000psi ‐ 1/4"18NPT ‐ 0,5..4,5V ‐ Packard ‐ set 25

XMLP6K0PP73 XMLP6K0PP730 pressure transmitter ‐ XMLP ‐ 6000psi ‐ 1/4"18NPT ‐ 0..10V ‐ Packard ‐ set 1

XMLPM08BD79Q XMLPM08BD790Q pressure transmitter ‐ XMLP ‐ ‐1+8bar ‐ 7/16 female ‐  0..10V ‐ M12 ‐ set of 25

XMLPM09BC21V XMLPM09BC21F pressure transmitter ‐ XMLP ‐ ‐1+9bar ‐ G1/4A male ‐ 4..20mA ‐ DIN ‐ set of 1

XMLPM09BC71V XMLPM09BC71F pressure transmitter ‐ XMLP ‐ ‐1+9bar ‐ G1/4A male ‐ 0..10V ‐ DIN ‐ set of 1

XMLPM09BD11V XMLPM09BD11F pressure transmitter ‐ XMLP ‐ ‐1+9bar ‐ G1/4A male ‐ 0,5..4,5V ‐ M12 ‐ set of 1

XMLPM09BD21V XMLPM09BD21F pressure transmitter ‐ XMLP ‐ ‐1+9bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLPM09BD21VQ XMLPM09BD21FQ pressure transmitter ‐ XMLP ‐ ‐1+9bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 25

XMLPM09BD29 XMLPM09BD290 pressure transmitter ‐ XMLP ‐ ‐1+9bar ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set of 1

XMLPM09BD71V XMLPM09BD71F pressure transmitter ‐ XMLP ‐ ‐1+9bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLPM09BD71VQ XMLPM09BD71FQ pressure transmitter ‐ XMLP ‐ ‐1+9bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 25

XMLPM09BM71V XMLPM09BM71F pressure transmitter ‐ XMLP ‐ ‐1+9bar ‐ G1/4A male ‐ 0..10V ‐ M12 ‐ set of 1

XMLPM25BD21V XMLPM25BD21F pressure transmitter ‐ XMLP ‐ ‐1+25bar ‐ G1/4A male ‐ 4..20mA ‐ M12 ‐ set of 1

XMLPM3CPD29 XMLPM3CPD290 pressure transmitter ‐ XMLP ‐ ‐15+300psi ‐ 7/16 female ‐ 4..20mA ‐ M12 ‐ set 1

Number of Ref. : Number of Ref. :

188 188
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